











Twisted Pair Cable(UTP), -,
4 Pairs, Category 6, Indoor - Opterna

yOUr reitadee connecuion

: XT, | PSNEXT, PSELFEXT,
dB | dB dB

1.0 20.0 2.0 74.3 123 67.8 64.8
4.0 23.0 3.8 65.3 63.3 55.8 52.8
8.0 245 ] 60.8 58.8 49.7 46.7
10.0 25.0 6.0 59.3 57.3 47.8 44.8
16.0 25.0 7.6 56.2 54.2 43.7 40.7
20.0 25.0 8.5 54.8 52.8 41.8 38.8
25.0 24.3 9.5 53.3 513 39.8 36.8
31.25 23.6 10.7 51.9 49.9 37.9 34.9
62.5 21.5 15.4 47.4 45.4 31.9 28.9
100.0 20.1 19.8 44.3 42.3 27.8 24.8
200.0 18.0 29.0 39.8 37.8 21.8 18.8
250.0 17.3 32.8 383 36.3 19.8 16.8
DC Resistance Max 9.38 Ohm/100 m
DC Resistance Unbalance Max 5%
Mutual Capacitance Max 5.6 nF/100m
Capacitance Unbalance Pair Max 330pF/100m
Impedance 1~250MHz 100 £15Q
Propagation Delay Max. 536 ns/100m @ 250 MHz
Dielectric Strength DC KV/sec. 25/2
Propagation Delay Skew Max 45 ns/100m
Insulation resistance M2-305m Min. 100
Ordering:

SCS-UTP4-C6-PVC-GY  Twisted Pair cable UTP, category 6, 4 pairs, solid PVC, 305m box
SCS-UTP4-C6-LSZH-GY Twisted Pair cable UTP, category 6, 4 pairs, solid LSZH, 305m box
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19”, Modular Keystone,

UTP, Patch Panel

Description:

Opterna snap-in type UTP patch panel is designed for your customized cabling
solution. Based on your requirements, you can select your preferred keystone
connectors and snap them into the panel as required.

Application

Standard size for mounting in 19" racks and cabinets.
This patch panel is designed for UTP keystone jacks.
Height:1U (24 ports), 2U (48 ports)

Materials:
Front Mounting: uL94v-0
Metal housing: 1.5 mm thick steel

Construction Characteristic Features

UTP, Snap-in Type

Window style label strips with outlet numbers

Integral plastic cable management

Modern design and simplicity of mounting

Numeral marking of ports on the front side of the panel
Suitable for Category 5e/6 UTP Keystone Jack

Package
Unloaded Patch Panel
Rear Cable Manager

Ordering information

SCS-PPU-24-UTP 19" Modular patch panel, 24 ports, 1U, without modules,
with rear cable management

SCS-PPU-48-UTP 19" Modular patch panel, 48 ports, 2U, without modules,
with rear cable management
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